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LGAD204 TYPE INDUCTORS ELECTRICAL CHARACTERISTICS&TEST CONDITIONS
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LGA TYPECOLORCODE INDUCTORS

CTRICAL CHARACTERISTICS&TEST CONDITIONS

LGAO204RI ER B EME2HEAARH

LGA0204 ln&%c alfwce = Q EELD%BE Tes‘t fﬁquency H g%%ﬁ Raﬁ?c%fént
#|HType (1 H) Tolerance (min) (D) max (MHZ) (MHZ)min loo(mA)max
LGA0204-R22 0.22 0.49 400 |
LOAQ204-R27 ©.27 5.43 380
LGAD204-R33 0.33 0.48 370
LGAD204-R39 0.39 0.51 350
LGAD204-R47 0.47 35 0.56 25.2 150 330
L GAD204-R56 0.56 0.8 320
LGA0204-R68 0.68 0.87 310
LGAG204-R82 0.82 0.74 290
LGA0204-1R0 1.0 J: 0.80 270
LGAD204-1R2 1.9 +20% 5.80 110 260
LGA0204-1R5 1.5 1.0 80 250
LGA0204-1R8 1.8 14 60 240
LGAQG204-2R2 2.2 2.2 45 230
LGAQ204-2R7 2k 1.3 40 220
LGA0204-3R3 3.3 1.4 7.96 38 210
LGA0204-3R9 3.9 1.6 35 200
LGAD204-4R7 4.7 1.7 32 190
LGAD204-5R6 5.8 1.9 30 180
LGA0204-6R8 6.8 J:'“m% 2.0 28 175
LGAD0204-8R2 8.2 - 2.2 26 165
LGAD204-100 10 2.5 24 160
LGAD204-120 12 2.5 22 150
LGAD204-150 15 2.8 20 145
LGA0204-180 18 4 3.1 18 140
LGAD0204-200 22 3.4 17 130
LGA0204-270 27 4.3 16 80
LGAD204-330 33 4.7 14 76
LGA0204-390 39 J: 5.2 L 13 74
LGA0204-470 A7 S 5.8 12 70
LGAQ0204-560 50 6.4 11 68
LGAG204-680 68 7.2 Py Py
LGA0204-220 82 11.0 9.5 46
LGA0204-101 100 12.0 9.0 44
LGA0204-121 120 13.0 8.0 42
LGAQ204-151 150 i8.0 8.0 39
LGA0204-181 180 18.0 sl 5.5 37
LGA0204-221 220 20.0 5.0 35
Tesfgﬁﬁem HP4285A (HP4286A, HP4287A) HP43388 HM9461 HP42841A
RERE
Ambient 18~257TC
temperature
BERE
Ambient £5%~75%
humidity
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The products can be customized according to customer reguirement.
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LGA0307 TYPE INDUCTORS ELECTRICAL CHARACTERISTICS & TEST CONDITIONS

LGA0307 R 2 o= Q E?g%m Teém?l.re?ufncy Eﬁi R

WEType {1 H) Tolerance (min) max (MHZ) (MHZ)min i (mA)max
| LGA0307-R22 0.22 0.40 400
LGA0307-R27 0.27 0.43 380
LGA0307-R33 0.33 0.48 370
LGAQ307-R39 0.39 2.5 350
L GA0207-RAT Q.47 .58 330
| LGA0307-R56 0.56 0.51 25.2 150 320
LGA0307-R68 0.68 0.67 310
LGAD307-R82 0.82 8.74 290
1 LGA0307-1R0O 1.0 .80 270
LGAO0307-1R2 1.2 0.90 144 260
LGA0307-1R5 1.5 1.0 131 250
| LGAO307-1R8 1.8 M: 14 121 240
LGA0307-2R2 o L 20% 1.2 110 230
| LGA0R0Q7-2R7 2.7 X 100 220
| LGA0307-3R3 3.3 1.4 94 210
{ LGAD307-3R8 3.9 1.8 7.96 65 200
| LGA0307-4R7 4.7 1.7 56 190
LGA0307-5R5 5.6 1.9 48 180
{ LGAD307-6R8 6.8 2.0 37 175
LGA0307-8R2 80 2.2 25 165
| LGA0307-100 10 2.5 21 160
| LGA0307-120 12 2.5 19 150
LGA0307-150 15 K: 2.8 17 145
I LGAD307-180 18 +10% <15 13 140
| LcA0307-220 22 3.4 9.6 130
| LGAD307-270 o7 3.8 72 125
LGA0307-330 33 4.1 6.3 120
| LGA0307-390 3g 4.5 2.52 6.3 115
{ LGA0307-470 47 4.9 6.3 110
LGA0307-560 56 5.3 6.2 105
| LGA0307-680 68 5.8 5.7 100
| LGA0307-820 82 J 6.3 5.3 95
LGA0307-101 100 L 59 7.0 4.8 90
LGA0307-121 120 13.0 3.8 90
LGA0307-151 150 15.0 3.5 85
LGA0307-181 180 158.0 3.3 80
LGAQ307-221 220 17.0 3.0 75
LGA0307-271 270 19.0 2.8 65
| LGA0307-331 330 20.0 2.6 60
LGA0307-391 390 22.0 0.796 2.4 55
LGAG307-471 47 24.0 2.25 55
| LGA0307-561 560 26.0 2.10 50
| LGAD307-681 680 28.0 1.95 45
I LcA0307-821 820 30.0 1.85 40
LGA0307-102 1000 33.0 1.40 40
Tégﬁiﬂﬁﬁfent HP4285A (HP4286A, HP4287A) | #P4338B HMZ461 HP42841A

RERE

Ambient 18~-257T

temperature

BERE

Ambient 45%~75%

humidity
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The products can be customized according to customer reguirement,
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LGA0510 TYPE INDUCTORS ELECTRICAL CHARACTERISTICS & TEST CONDITIONS

L GADS10 - BEEE 2 = a ERER BREE BHEEE EEER
¥ Type mauct‘jnce Tolerance (min} RDC Test frequency SRF Rated current
(uH) {Q)max (MHZ) (MHZ)min loc(mA)max
LGA0510-471 470 60 7.70 1.9 126
LGA0510-561 560 50 8.50 0.796 1.8 120
LGAD0510-681 680 56 35.00 15 113
LGA0510-821 820 45 10.5 & 27 105
M
LGA0510-102 1000 +20% 45 14.0 1.0 100
LGA0510-122 1200 40 18.0 0.95 95
LGA0510-152 1500 40 216 0.90 90
LGAGS10-182 1868 K. 4G 24.6 0.85 85
+10%
LGA0510-222 2200 40 34.7 0.80 80
0.252
LGAQR1Q-272 2700 49 404 Q.78 78
LGA0510-332 3300 40 59.5 0.70 62
LGA0510-392 3800 J: 40 68.0 0.85 59
5%
LGA0510-472 4700 40 74.0 0.60 55
LGAG510-562 5800 30 85.5 0.50 40
LGA0510-682 6800 30 85.0 0.45 35
LGA0510-822 8200 30 880 0.40 30
LGA0510-103 10000 20 105.0 0.0796 0.39 25
BEESR
Test equipment HP4285A (HP4286A, HP4287A) HP4338B HM8461 HP42841A
BERE
Ambient 18~25C
temperature i
BEERE
Ambient 45%~75C
humidity
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The products can be customized according to customer reguirement.
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